Model
R840-1T
Unique and distinct waste equipment.
Special air space filled with strong magnetic field to create magnetic hyperthermia
(350 to 1300 degree Celcius).
Dispose off the waste in scientific way without consuming fossil fuel.
Decompose any type of waste without
segregation.
Ability to reduce volume of disposed waste
to below 4% ashes.

Environmental
Friendly
Our Smart-TDS is 100% made in Malaysia,
including all construction structure and
also the filtration system. We have submitted for patent pending in 153 countries and
patented in 6 countries.
The by-products of SMART-TDS had been
tested by accredited third parties - MyHijau,
Sirim, SGS, ChemSains, MyCo2, Exova
(Dubai), Pony (China), CRL Environmental
Corp (Philippines), Sucofindo (Indonesia)
and compliant to
the US Environmental Protection Agency
(EPA) Standards to be environmental
friendly.

4%

By-product is a small volume of ceramic
ash of about 3 -4% of the input waste which
can be taken to landfills or for improving
soil condition.

Get In Touch!

SMART-TDS

+6012 517 0741
info@stkenviro.com
www.stkenviro.com
31-B (2nd Floor), Jalan Kenari
22, Bandar Puchong Jaya,
47170 Puchong, Selangor,
Malaysia.

Model:

R840-1T

USER FRIENDLY
Simple operation and easy to load, MSW
garbage bags can be loaded.
NO POLLUTION, NO FLAMES, NO DIOXINS
Does not produce any flames, dioxins or
any other poisonous gas, which are eliminated even when plastics and PVC are
processed.
MASSIVE VOLUME REDUCTION
Reduces the output by 96% from the
amount of the input waste loaded.
ECO-FRIENDLY
Total Eco-Friendly and 100% environment
compliance product.

Features Highlight
PATENTED TECHNOLOGY
System is patented in Malaysia & 6 other
countries for Technology, Design & Utility.
PROCESS AT PLASMA STATE
After initial start-up fire, destruction starts
slowly by splitting the molecules into
atoms. These atoms further ionized as electron, proton & neutron. This state is known
as 'Plasma State'.
SMALL FOOTPRINT
A small floor space depending on the
system size sufficient to accommodate
system anywhere close to source.
QUICK & FAST
Decomposition of waste takes place at a
faster rate in 1 - 3 hours.

SELF-SUSTAINING, NO FUEL, NO BURNING
Combustion process is not needed.

WET WATER BASED SCRUBBER
The dioxins and furans are destroyed inside
the wet scrubber system which comes
along with the equipment.

ELECTRICITY FOR PRIMARY USED
Electricity for primary equipment used for
closed chamber destruction/decomposition.

BODY TYPE
The equipment made with mild steel MS
355 and grade SS 304L which are anti-rust
and corrosion free.

NO SEGREGATION
Municipal Solid Waste (MSW) containing
mixture of both dry and wet waste generated from households are suitable. Any waste
material going to the landfill can be fed
into SMART-TDS including tires.

CERAMIC RICH
Refractory coating compound containing
high percentage ceramic applied over
inner walls of chamber to protect from
corrosion and erosion.

DECOMPOSITION AT SOURCE
Decentralised and scientific method of
disposal can avoid costly logistics to transport waste to landfills.

CAN'T DECOMPOSE
Such inorganic substances such as glasses,
sand, soil, ceramics and metals.

